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Do not over tighten.
Do not use power tools to assemble.
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<------------ Date of Last Update 

<------------ Parts List 

Lettering (A-Z):
FONT = MYRIAD PRO ; REGULAR ; 12 pt. 

List Con�guration:
*Front of List: Major Parts
*Back of List: Hardware Pieces & Allen Keys
*Allen Keys/Provided Tools ALWAYS at very end

Hardware Size & Details: (Follow Format Below)

<------------ Final Step

When possible, make the �nal step a standalone �nal 
product line drawing without any instructions. 

*If not possible, the �nal step should always depict the 
item closest to its �nal form possible.
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*keep letters on same vertical or horizontal plane

*if a process is repeated numerous time with the same 
hardware, it is okay to only label (1) set to avoid congestion

Use dashed lines when showing where each hardware 
piece is supposed to go/pass through

*if the same piece of hardware is being used multiple times in 
the same step, it is okay to use a spray pattern in order to 

avoid congestion
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TV’s CAN CAUSE SERIOUS INJURY OR DEATH DUE TO 
TIPPING OVER 
SECURE  TV TO THE WALL OR FURNITURE TO AVOID 
POTENTIAL TIPPING INJURY

.

.

 SAFETY WARNING:

TV

. FOR MORE INFORMATION VISIT:  WWW.ANCHORIT.GOV

TV’s PUEDEN CAUSAR LESIONES GRAVES O LA MUERTE 
POR CAERSE
ASEGURE LA TV A LA PARED O AL MUEBLE PARA EVITAR
LESIONES POTENCIALES POR VUELCO

. PARA MÁS INFORMACIÓN VISITE:  WWW.ANCHORIT.GOV
 

.

.

LES TV PEUVENT CAUSER DES BLESSURES 
GRAVES OU LA MORT EN RAISON DE RENVERSEMENT
SÉCURISER LE TV AU MUR OU AU MOBILIER POUR ÉVITER 
LES BLESSURES POTENTIELLES DE BASCULEMENT

POUR PLUS D'INFORMATIONS, VISITEZ:  ANCHORIT.GOV

.

.

.


